Techspan® Flooron Automatic Flooring Welder LE6114226 230V 50Hz

High quality, heavy duty Flooring Welders
Made in Germany

2 year warranty* on all Techspan® welders
Optimal high speed performance
Electronic temperature control

Electronic speed control

Automatic start feature

Optical stop device

Superior plug-in ceramic element technology

Techspan® Roofon Automatic Welding Machine

TECHSPAN

PLASTIC WELDING | PROCESS HEATING

Integrated Reelholder
Standard equipment

Fully adjustable

Precision Guides

Teflon coated roller

Universal Nozzle
Hinged hot air deflector
| Automatic start feature

Techspan Hand welder
LE6600004

Hand-held Welder
Electronic control
230V 1600W

The all new Techspan plastic
welders incorporates advanced
technology for even better per-
formance and reliability.

The Techspan® Flooron series
flooring welders are very heavy
duty automatic welding machines,
designed to weld thermoplastic
and linoleum floor coverings. Built
tough to withstand the most

Quick tool-less removal

Stainless steel rodguide

TECHNICAL DATA SHEET - TECHSPAN® ‘FLOORON’ FLOOR WELDERS

Welding Nozzle
LE100303
Stainless Steel
5mm dia.

Speed Weld Nozzle 5Smm
LE106991

For 4 - 5mm rod
Stainless steel

Spatula, straight
LE106969
Stainless steel blade

Spatula, angled
LE319000
Stainless steel blade

Cutting Guide
LE313000

Guide for Spatula
Stainless steel

Hand Groover
LE106996

V-blade

Spare blades in handle

Super-Groover
LE262661700
Wheeled hand groover
Fully adjustable blade

Order No. LE6114226 demanding working conditions.

Voltage VAC 230 V\:Idlngb':emperag.;r(e) :js |nf(|: nitely Spatula Safety Pouch
Frequency Hz 50 adjustable up to eg.C. LE318X00

Power w 2300 Improved ceramic plug-in element For protection & safety
Temp. deg.C 20 - 620 technology provides superior per- Leather

Speed m/min.  0.5-12 formance and reliability.

Airflow max. I/min. 500

Airflow % 50-100 A full range of plastic welding * Elements and normal wearing parts are not
Noise dB 50 systems, nozzles, accessories, covered by warranty.

Weight kg 11.5 spare parts, and technical See separate datasheet for full list of accessories
Dimensions mm 410Lx260Wx200H service.

Protection Class |
Further information :

Airflow maximum stated is measured at ambient temperature 20 degC
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